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TOWN OF HIGHLAND PARK
TEMPORARY TENTS AND MEMBRANE STRUCTURES PERMITTING REQUIREMENTS
All tents and/or membrane structures shall adhere to permitting requirements developed through Highland Park Fire Code, IFC requirements, and IBC requirements. All plans shall be reviewed and approved by the Fire Code Official or his designee. Failure to adhere to the listed requirements may result in a delay for approval or denial of permit. The below requirements must be followed to obtain project approval. Contact info:  fireprotectionsystems@hpdps.org
1. The aggregate area of multiple tents placed side by side without a fire break clearance of not less than 12 feet shall not exceed 700 square feet 
2. A detailed site and floor plan shall be provided with each application for occupant loads 50 or more detailing means of egress, seating capacity, location and type of heating and electrical equipment
3. Exits shall be spaced at equal intervals around the perimeter of the tent or membrane structure and all points shall be 100 feet or less from an exit
4. Exit openings from tents shall remain open unless covered by a flame resistant curtain
5. Public seating areas shall be arranged to allow a minimum of 44 inches width for aisle
6. Exit signs shall be clearly marked, illuminated with two sources of power(90 minutes), and located at all exit doorways and where otherwise necessary to indicate direction of egress
7. The number of means of egress will be determined according to occupant load
8. Flame certificates must be provided and fulfill requirements of NFPA 701
9. No smoking shall be allowed and no smoking signage shall be conspicuously posted 
10. Approved portable fire extinguishers shall be accessible within tent with a maximum travel distance of 75 feet between extinguishers
11. No cooking shall be allowed within the tent (butane warmers allowed)
12. Cooking equipment shall not be within 20 feet of tent or membrane structure and shall have a class K extinguisher within 30 feet of equipment
13. Storage of any flammable or combustible liquid shall not be within 50 feet of tent
14. No fireworks within 100 feet of tent or membrane structure
15. Generator(s) shall not be within 20 feet of tent or membrane structure and be equipped with fire extinguisher
16. Temporary wiring for lighting or electrical supply shall comply with NFPA 70 and be listed and labeled for outdoor use and shall be subject to electrical inspection
17. There shall be crowd managers or crowd supervisors with number determined by occupant load
Contact info:  fireprotectionsystems@hpdps.org
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